Digital Camera 



SPECIFICATIONS 


Image Sensor 

CMOS 3ouK Pixels 

Resolution 

VGA 640 X 480, 320 x 240 (CIF) 

Flash 

3 Mode: Auto, on, off 

Viewfinder 

Optical 

White Balance 

Automatic 

Exposure 

Automatic 

Internal Memory 

Built-in 8MB SD Ram 

Image Storage 

91 Images @ 640 x 480 
367 Images @ 320 x 240 

ISO 

100 

File Format 

JPG, AVI 

Self-timer 

10 seconds 

Interface 

USB 

Software 

MGI Photo Suite 4.0 SE, Photo Vista 2.02 & PC 
Driver 

Minimum System Requirements 

PC with minimum of 300 MHz Pentium, 
Windows 98SE & 32MB SDRAM 

Power source 

2 AAA alkaline batteries 
USB 5V (pc camera mode) 

Weight 

2. 1 Ounces w/o batteries 

Dimensions 

3.5" x 2.1" x 1" 

SKU 

60075 Deco 
60123 Clam 

UPC Code 

019643-60075-1 Deco 
019643-60123-9 Clam 

PC System Requirements: 
OS 

Windows 98/ME/2000/XP 

CPU 

Pentium or higher 

RAM 

64MB or higher 

Interface 

USB port 

Disk Driver 

CD-ROM 

Specifications subject to change without notice ©2003 Vivitar Corporation 
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Vivitar 

We make it easy™ 

VIVICAM 55 
DIGITAL CAMERA 

Another Great 
Vivitar Product! 

Features: 

• Streamlined Styling 

• Compact Size 

• 640 X 480 Image Resolution 

• Built-in 8MB Memory 

• Macro Mode 

• Auto Flash 

• Self-Timer 

• PC/Web Cam Mode 

• Burst Mode (4 Images) 

• Video Mode 

• USB Twain for PC 

• CD Rom Includes 

MGI Photo Suite 4.0 SE, Photo Vista 
2.02 Photo Editing Software & PC 
Driver 


VIVITAR Corporation 
1280 Rancho Conejo Blvd. 
Newbury Park, CA 91320 
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